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050-0218-02 REV B

THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

100-240VAC RANGE, MAX OUTPUT IS 4000W3.

PROPER SUPPORT MUST BE USED WHEN INSTALLING IN A RACK.2.

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.1.

NOTES: UNLESS OTHERWISE SPECIFIED.
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THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

200-240VAC RANGE, MAX OUTPUT IS 7600W3.

PROPER SUPPORT MUST BE USED WHEN INSTALLING IN A RACK.2.

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.1.

NOTES: UNLESS OTHERWISE SPECIFIED.
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050-0218-02 REV B

THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

AUX DC POWER 48V, 4A MAX4.
PINS 1 AND 2 ARE + (POSITIVE); PINS 3 AND 4 ARE - (GROUND).

AC POWER CABLES INCLUDED WILL BE ONE OF THE FOLLOWING:3.
US: 15FT NEMA 15-5P TO IEC C19
UK: 2.5M BS 1363 TO IEC C19
EU: 3M CEE 7/7 TO IEC C19

MAXIMUM POWER CABLE LENGTH TO FIRST DISPLAY:2.
REFER TO FINAL CONFIGURATION FOR MAXIMUM ALLOWED.

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.1.

NOTES: UNLESS OTHERWISE SPECIFIED.
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